Vidar audio HAMMER

User’s Guide

About HAMMER
Thank you for choosing HAMMER.

HAMMER is a multipurpose compressor free plug-in.

Installation on Windows OS
Unzip the downloaded file and execute the included "Setup.exe".
The plug-in files are installed in the following folders.

VST3
64-bit: C:\Program Files\Common Files\VST3

AAX
C:\Program Files\Common Files\Avid\Audio\Plug-Ins

Installation on MacOS
1. Those plug-ins are provided as a .vst3 (VST3) and .component (AU) files

and .aaxplugin (AAX) files.

2. To install the plug-ins, open “install.pkg” and follow the installer instructions.

3. If your music software is already running, you'll probably need to quit and restart before
the plugin is recognized.
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Dials

INPUT: Input level

RATIO: Compression ratio

ATTACK: Attack length

RELEASE: Release length

KNEE: Knee width

OUTPUT: Output level

MIX: Amount of mix after compression
CH-LINK: Amount of L/R link

Buttons

SIDECHAIN: ON enables side-chain input.
BYPASS: Bypass

RMS: ON to switch detection level to RMS.

Level Meters

INPUT: Input level

GAIN REDUCTION: Attenuation level

OUTPUT: Output level

Clicking on each meter resets the maximum value display.



