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TOP BAR 

 

VEL (VELOCITY): Controls the volume with the Velocity of the played key. 

MONO: Selects Mono mode. 

RETRIG: Selects Mono Retrigger mode (Mono without legato). 

SEMI: Adjust the pitch of the note by -11/+11 semitones. 

OCT: Adjust the pitch of the note by -3/+3 octaves. 

PB: Selects the Pitch Bend range by 0/12 semitones. 

 

 

SOUNDFONT SELECTION 

 

 

 

 

LOAD: Loads a SoundFont (.sf2) file. 

BANK: Selects the Bank of the soundfont. 

PATCH: Selects the Patch (sound) of the current Bank. 

PANNING:  Sets the main panning. 

VOLUME:  Adjusts the main volume. 

 

PANELS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



ENVELOPE 

A (ATTACK): Adjusts the amplitude attack time of the sound. 

D (DECAY): Adjusts the amplitude decay time of the sound. 

S (SUSTAIN): Adjusts the amplitude sustain level of the sound. 

R (RELEASE):  Adjusts the amplitude release time of the sound. 

 

FILTER 

CUTOFF: Adjusts the main filter cutoff frequency. 

RESONACE: Adjusts the main filter resonance. 

VELOCITY: Controls the Filter Cutoff with the Velocity of the played key. 

 

REVERB 

DECAY: Sets the decay timeof the reverb (max. 12 sec.) 

LEVEL: Adjust the amount of reverb. 

 

DELAY 

PING-PONG: Bounce the notes left to right. 

TIME: Sets the Tempo of the delay. 

LEVEL: Adjust the amount of delay. 

 

CHORUS 

DEPTH: Sets the intensity of the chorus. 

LEVEL: Adjust the amount of chorus. 

 

MISC (Miscellaneous) 

GLIDE: Sets the Portamento time. 

STEREO: Sets the stereo separation.  

VIBRATO: Selects the amount of vibrato (Knob assigned to the Mod Wheel by default) 

 

 

 

Hint 1: Double click on a Knob or Slider to reset the value. 

Hint 2: Press the Ctrl key while moving a Knob or Slider to fine adjust the value. 


